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speed shaft of the latter is connected 
through the clutch to the lathe shaft. 


The hydraulic automatic control has 
an extended lever which is connected 
by a chain to the feed screw of the 
knife carriage of the lathe and as the 
diameter of the log decreases the move- 
ment of the carriage forward pul!s the 
lever on the control and speeds up the 
variable speed transmission. This, of 
course, increases the peripheral speed 
of the turning log automatically and 
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maintains the desired cutting speed. 
As already stated, this automatically 
maintained constant speed of 130 ft. 
per minute has increased production 
by about 78% and has made it pos- 
sible to produce as much in two shifts, 
involving five men, as was formerly 
accomplished in three such shifts. Of 
course, if production requirements in- 
crease still more, they can be handled 
by operating a third shift. 
(Picture, courtesy Reeves Pulley Co., 
Columbus, Ind.) 


Auxiliary Drill Press Work Table 


An auxiliary work ta-_ 
ble has been introduced 
by the Barron Tool Co., 
Detroit. Known as_ the 
Barron Steel Top Drill 
Press Work Table, it is 
designed to fit any type of 
drill press. The table is 
34” thick, 20” long, 15” 
wide. 

It has a special 20 gauge 
steel top firmly fastened 
to a plywood base to pro-) 
vide a metal - smooth, 
non-warping top. The steel surface 
is level for ease, accuracy and smooth 
handling of larger size work pieces. 
The large area enables the owner to 
utilize his drill press for all types of 
work pieces in various operations 
which the modern drill press now af- 
fords such as shaping, planing, drum 
sanding, routing, drilling, surface 
grinding, tapping, etc. 


The table, because of its rugged steel 
top, has many new uses and services. 
It comes equipped with anchor bolts for 
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Colt’s Eccentric Clamps 


Steel Bar—Adjustable 
Also Screw Styles 


Many types to select from 
Ask for Catalog No. 370 
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fastening to the standard drill press 
work table, has threaded bushings to 
take many types of shaper fences and 
is equipped with irregular shaping pin. 
Included with the table is a cadmium 
plated pivoting steel fence equipped 
with a high speed hand clamp which 
makes it extremely useful for a num- 
ber of operations with the Barron Ro- 
tary Wood Planer. It also has many 
other uses such as positioning work 
pieces quickly and easily for drilling, 
surface grinding, routing and drum 
sanding. The table weighs 7 lbs. 


Batavia, N. Y. 
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LEADERS 
Since 
1879 


J anchave 


Designed and built to stand the hard, 
every day grind of production work. 


Developed with the assistance of some 
of the largest production users. 


Write for CATALOG showing a 
CLAMP FOR EVERY PURPOSE. 


IN STOCK AT YOUR SUPPLY HOUSE 
The Cincinnati Tool Co., *cincinnati, onio”” 


Cincinnati, Ohio 


“More Work Done Today!” 
That’s what you'll say when you use this 


12" x 4" PARKS 
HEAVY-DUTY PLANER 


It takes small pieces too, (6"x1/16"). 
You use otherwise waste material, 


profitably. 


Sturdy. Rugged. Compact. Low 
operating and low first cost. Write! 


Complete line of individual and combination machines 
Good Woodworking Machines Since 1887 


The Parks Woodworking Machine Co. 
Dept. WW-10 1518 Knowlton St., Cincinnati, Ohio 


